
Acrypur and Acrynox, front with acrylic
fronts unilaterally laminated with acrylic, thickness 19 mm
Acrynox: edges in real aluminium, stainless steel 
Acrypur: edges have the same colour like the front / sometimes with
laser edges
available laser edges in the following colours: 1298, 7315, 7436, 8102,
85233 and 8855 (zero-joint)
visible face, both-sides with acrylic, thickness 20 mm also 24 mm
back-side: standard white, laminated with Melamine
back-side color black: also selectable in black mat
fronts and edges supplied with a safety foil
undrilled
lead time: approx. 5 weeks

Mesures min./max.:
• short side max.: 1210 mm

• short side min.: 50 mm

• long side max.: 2780 mm

• long side min.: 201 mm

Grain direction
Note: the Metallisé colors 8855, 7408 and 8663 have a grain direction!

model finish thickness edges
57.15000.00 Acrypur laminated 1 side 19 mm same colour

57.15001.00 Acrypur laminated 2-sided 20 mm same colour
57.15002.00 Acrypur laminated 2-sided 24 mm same colour

57.15200.00 Acrynox laminated 1-sided 19 mm alu inox
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1298 white
1374 pure-white 
7315 creme
7436 magnolie
7368 cappuccino
85336 light grey
85233 sand grey
85335 dark grey
3120 red
3216 bordeaux
8102 black
8855 graphit met.
7407 kubanit met.
8663 silver met.
6251 Cacao /PXP18
6270 Brown /PXP18

 

Note for order per fax:
You can find samples on page B-1.76. For fax orders and enquiries please use our order form on page B-1.79.

Care Instructions / Color Charts
Please register thecare instructions for acrylic fronts on page B-1.75. /  Deviations between colours and the fronts are unavoidable.

Doors 
Laminated Fronts - Acrypur and Acrynox

BEAT BUCHER AG Kitchen / Doors for kitchen and front fittings B-1.70


